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1) It increases the electrostatic force of particle to improve collection efficiency 
※ Normally HEPA filter type must be replaced regularly. It means that it costs expensive for maintenance.

Minimized Height (1 Way)Easy Filter Cleaning for Air Purification
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With a height of 132mm, the LG 1 Way cassette is the ideal solution for limited-space installations.Air Purification Kit filters do NOT need replacement and can be used semi-permanently. 

Also, thanks to easy maintenance, users can use air purification conveniently without any worries about filter’s cleanliness.

(Unit : mm)

A Company B company LG

1 Way
 Cassette 215 230 132

Size Comparison

132mm

Flexible Installation (1 Way)
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Installation Standard (1 Way)

1 Way cassette Duct

Duct

Inspection hole

1 Way cassette doesn’t require the inspection access hole, so that simple installation is possible.
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Cycle / Wash

Air Purification kit

6 months / Dry in sunlight

6 months / Washable

2 Weeks / Washable

Deodorization

filter

Ionizer

PM1.0 filter

Pre-filter

Smart

indicator

PM1.0 Sensor

Dust

electrification1)

Direct & Indirect Wind

Provides users with direct or indirect air flow preferences.

Comfort indirect wind
Without touching the skin directly, a large space is comfortable!

 
Cooler on a hot day.

Comfortable!

With
indirect wind,

Cooler!

With
direct wind,

Air Purification panel
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